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Window and Glass Facade Technology

Self-drilling screw type FDM2

Application range Technical specifications

> Fixing 1.5-3.5 mm reinforced steel in reinforced or multi-ply
PVC windows
> Mounting of fittings

Properties

1,500-2,000

> The fine thread pitch of the metric thread prevents a forced
feed in thick-walled PVC or in window profiles with multiple
cavities
> Roll-sorted quality for automated fastening
> Case-hardened steel
Bit cross recess H2 > With metric thread
> EJOSEAL is an inorganic, transparent sealant, to significantly
increase the corrosion and heat resistance of fastening
elements with zinc or zinc alloy coatings. EJOSEAL does not
contain wax and is ideally suitable for direct fastening into

Cross references

plastic.

Order description I[_;r::]th rpl:eces] EJC:]/ 100 Article number EAN

EJOSEAL

Self-drilling screw FDM2 M4x13 13 1000 7286601607 4061245045795
Self-drilling screw FDM2 M4x16 16 1000 7286602607 4061245045801
Self-drilling screw FDM2 M4x19 19 1000 7286603607 4061245045818
Self-drilling screw FDM2 M4x22 22 1000 7286604607 4061245045825
Self-drilling screw FDM2 M4x25 25 1000 7286605607 4061245045832
Self-drilling screw FDM2 M4x32 32 1000 7286607607 4061245045849
Self-drilling screw FDM2 M4x38 38 1000 7286608607 4061245045856
Self-drilling screw FDM2 M4x45 45 1000 7286622607 4061245045863
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