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Application range

 > Fastener between the reinforcing profile and an ALUCO-
BOND® cassette according to  Z-10.3-774

 > For fastening to 2.0 mm aluminium substructures

Properties

 > A2 stainless steel

Advantages/Operating principle

 >  Fastener pierces the ALUCOBOND® panel and the aluminium 
substructure

 >  Non-threaded part under the screw head allows an intentional 
further rotation of the screw head after surface connection

 >  Cutting ring under the screw head cuts protective film on the 
facade cladding

 >  Protective film can be removed from the ALUCOBOND® cas-
sette without residue after assembly

 > Also available as painted version

Self-drilling screw JT4-XT-3/6-6.0

Cross references 

Bit hexalobular TX25    
Cordless screwdriver ASCS 6.3    

Applications
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Certifications

Z-10.3-701
MITSUBISHI Z-10.3-774

Order description
Length 
[mm]

Panel thickness
[mm]

PU
[pieces]

Price/100
[EUR]

Article number EAN

JT4-XT-3/6-6.0x21 21 4.0 500 7384213300 4061245013992

Watch the video now:  
https://youtu.be/RKUPO7xTQ8c

Product online

https://youtu.be/RKUPO7xTQ8c
https://www.ejot.de/p/JT4-XT?qr=0003

