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Technical specificationsApplication range 

 > �For�reliable�sealing�between�pipe�and�pipe�flashing
 > For diameters from 150 mm onwards

Order information
Universal�hose�clamp�consisting�of�tightener�and�universal�cable�
tie.�Length�of�universal�cable�tie�≥�pipe�circumference� 
+ 50 mm.

Installing the cable tie
Tip�back�the�hinged�screw�in�the�tightener,�insert�one�end�of�the�
cable�tie�through�the�tightener�and�twist�about�15�mm�Place�
universal�cable�tie�around�DEKTITE®,�insert�through�the�tightener�
and�tighten�by�hand.�Hinge�the�screw�inwards�and�tighten�as�far�
as�possible�with�a�screwdriver.

Tightener/cable�tie

Order description
Width
[mm]

Length
[cm]

PU
[set]

Price/1
[EUR]

Article number EAN

Cable tie set (1 tightener + 1 cable tie 100 cm) 7 100 1 8200078300 4061245013824

Cable tie set (1 tightener + 1 cable tie 150 cm) 7 150 1 8200079300 4061245013817

Cable tie set (1 tightener + 1 cable tie 200 cm) 7 200 1 8200070300 4061245013855

Order description
Width
[mm]

Length
[cm]

PU
[pieces]

Price/1
[EUR]

Article number EAN

Tightener – – 1 8200077300 4061245013831

Cable tie (5000 cm) 7 5,000 1 8200076300 4061245013848

Product online

https://www.ejot.de/p/Universal_hose_clamp?qr=0003

